Product Data Sheet

Features/Benefits

Pre-empt system failures,
extend life of equipment and
reduce downtime in kiosks,
ATMs, server rooms,
warehouses and more

A’ la carte product selection
allows total customization

Easy to install and configure

Free Watchport Manager
software sends alerts for
remote monitoring

Extend distance between
sensor and host with
CAT5 UTP cable

Watchport/V USB Camera offers
exceptional low light sensitivity

Compatible with Windows NT
4.0, CE, XP, 2000 and more

Watchport Series

USB Environmental Monitoring Solutions

Create a made-to-order asset
monitoring system with USB
sensors and vision components
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Overview

The Watchport Series is the first complete line of Plug-and-Play USB devices for
environmental monitoring. Vision components for surveillance, including the Watchport/V
USB Camera and Watchport motion detection software, may be paired with sensors to
measure proximity, humidity, temperature or water to create a fully customized monitoring
system. The Watchport Series can reduce total cost of ownership, extend life of equipment
and reduce system downtime in mission-critical environments like kiosks, ATMs, server
rooms, warehouses, data centers and more.

Watchport Manager software, included with each solution, provides centralized device
status, supports data logging to preserve historical information and enables the easy
integration of multiple sensors without additional software development. For remote
monitoring applications, Watchport Manager can send pager, email or onscreen alarms
when undesirable conditions are detected, and can also be used for event triggering.

The application possibilities are almost endless. Monitor temperature and humidity levels
in a server room; detect the presence of water in an ATM; activate an
information kiosk monitor when a shopper is nearby; or protect
confidential information by automatically ending a session at a human
resources kiosk when the user is no longer detected. For added flexibility, ‘ DT, N
multiple Watchport devices may be configured and remotely monitored b
on an IP network with AnywhereUSB®.

Connectware™

Inside Out Networks, a Digi International company, is the leader in
enterprise USB connectivity. Digi International, the leader in
Connectware, makes device networking easy by developing products
and technologies that are cost-effective and easy to use. With over 20
million ports shipped worldwide, Digi has been offering the highest
levels of performance, flexibility, and quality since 19835.
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Create a Low-Cost Surveilance System with
Watchport/V and Motion Detection Software

Digi makes it easy to create a remote monitoring system to
protect an office, warehouse, data room, gas pump, cash
register, parking lot or other property. Watchport/V plus
Watchport Sentry (single camera per host) or Watchport
Console (multiple cameras per host) motion detection

software offers a cost-effective alternative to CCTV and

other remote surveillance solutions.

e Sensitivity controls and user-defined masks eliminate
spurious motion detection; compensates for changes

in lighting

e Instant playback allows user to review motion captured

on a given day

e Automatic zoom

¢ Automated image archiving or deletion

e Motion map feature displays summary of motion

over time

e Time lapse or Web cam mode allows user to schedule
operating periods for specific times and days of the week

e Name, time and date stamping of recorded images

e Image encryption to detect tampering

MODEL...............ooii PART NUMBERS
Model North America  International
Watchport/H (Humidity & Temperature Sensor) 301-1141-01 301-1141-01
Watchport/P (Proximity Sensor) 301-1143-01 301-1143-01
Watchport/T (temperature Sensor) 301-1144-01 301-1144-01
Watchport/W (water Detector) 301-1145-01 301-1145-01
Watchport/V (usB camera) 301-9010-01 301-9010-01
Watchport/V Lens Package (optional) 301-9015-01 301-9015-01
Watchport Sentry Software License (single camera per host) 301-9026-01 301-9026-01
Watchport Console Software License (4 cameras per host) 301-9027-01 301-9027-01
Watchport Console Plus Software License (8 cameras per host) 301-9028-01 301-9028-01
Watchport Console Extra License (for additional Console connections)  301-9029-01 301-9029-01

Additional Watchport Sensors in development. Contact us for details.

DIGI SERVICE AND SUPPORT

Internet

jL/
a

Designed for

Microsoft®
Windows"XP
Windows"2000

You can purchase with confidence knowing that Digi is here to support you with expert technical support and a strong five-year warranty. http://support.digi.com

Digi International Digi International

11001 Bren Road E. Gm

Minnetonka, MN 55343 USA Joseph-von-Fraunhofer Str. 23

PH: 877-912-3444 D-44227 Dortmund
952-912-3444 Germany

FX: 952-912-4952 PH: +49-231-9747-0

Email: info@digi.com FX: +49-231-9747-111

www.digi.com www.digi.de

© 2003 Digi International
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K Wah Centre Austin, TX 78746 USA

191 Java Road PH: 512-306-0600

North Point, Hong Kong FX: 512-306-0694

PH: +852-2833-1008 Email: info@ionetworks.com

FX: +852-2572-9989 www.ionetworks.com
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or registered fra
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